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6) IDENTIFICATION: IDENTIFY PER QSI 044 6.1 
7) WEIGHT: 


4) UNITS: INCHES UNLESS OTHERWISE NOTED 
3) TOLERANCES: PER DART QSI 018 UNLESS OTHERWISE NOTED 


NEW ISSUE 


5) BREAK SHARP EDGES: 0.005 TO 0.010 MAX 


D4787-041 FWD BRACKET ASSEMBLY 


1) MATERIAL: N/A 
2) FINISH: NONE 


NOTES: 


REV. 
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ITEM NO. 
QTY. 
-041 
PART NUMBER 
DESCRIPTION 


1 
x 
D4787-041 
FWD BRACKET ASSEMBLY 


2 
1 
D4149-5 
EYEBOLT STUD 
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2 
D4787-1 
BRACKET 


4 
1 
D4787-3 
FWD SPACER 
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1 
D4787-5 
FWD SPACER 
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1 
D4787-7 
FWD SPACER 
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2 
AN4C13A 
BOLT 
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17 
MS20615-4M18 
RIVET (MONEL) 
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NUT 
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WASHER 
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PRELIMINARY ISSUE 
13.03.02 


0 
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0.350 


0.625 
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1.25 
1.552 
1.72 


2.03 
2.052 


2.063 


3.287 
3.385 


3.965 


4.610 


5.286 


5.92 
5.870 
5.837 


6.880 


7.081 


7.82 


0.465 


1.837 


7.166 


2.211 


3.210 


3.42 
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4.970 


5.418 


5.453 


6.27 


6.718 


6.735 


8.018 


8.295 
8.43 


9.182 
9.269 
9.318 
9.27 
9.301 
9.713 
9.78 
9.872 


10.298 
10.24 


10.492 
10.579 


10.94 


11.08 


1.26 lb 
s 


NOTES: 


1) MATERIAL: 303/304/316 STAINLESS STEEL SHEET ANNEALED 2B, 0.125 THK 
PER MIL-S-5059 OR AMS 5513/5524 OR ASTM A240 OR ASME SA240 
REF DART SPEC M304S11GA OR M303S11GA 
2) FINISH: NONE 
3) TOLERANCES: PER DART QSI 018 UNLESS OTHERWISE NOTED 
4) UNITS: INCHES UNLESS OTHERWISE NOTED 
5) BREAK SHARP EDGES: 0.005 TO 0.010 MAX 
6) IDENTIFICATION: NONE 
7) WEIGHT: 


D4787-1 BRACKET 
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97° 


R2.38 


0.129 


47° 


0.297 


3 PL 


2 PL 


0.266 


R0.47 


3 PL 
R0.38 


R0.50 


R0.75 


R0.50 


1.25 


17 PL 


R1.00 


TYP 


0.750 


R10.4 


60° 


0.125 
REF 


PRELIMINARY ISSUE 
13.03.02 


0 
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0.350 


0.575 
0.625 


0.890 
0.92 


1.01 


1.64 


1.25 


0.250 


1.48 


1.550 


2.68 


2.78 


2.850 


3.58 


4.00 


4.150 


4.74 
4.78 


D4787-3 FWD SPACER 


NOTES: 


1) MATERIAL: 6061-T6/T651/T6510/T6511/T62 ALUMINUM BAR 
PER QQ-A-225/8 OR AMS-QQ-A-225/8 (OR AMS 4117/4128/4115/4116) 
OR QQ-A-200/8 OR AMS-QQ-A-200/8 (OR AMS 4160) 
OR ASTM B211 OR ASTM B221 
REF DART SPEC M6061B 
2) FINISH: CHEMICAL CONVERSION COAT PER DART QSI 005 4.1 
3) TOLERANCES: PER DART QSI 018 UNLESS OTHERWISE NOTED 
4) UNITS: INCHES UNLESS OTHERWISE NOTED 
5) BREAK SHARP EDGES: 0.005 TO 0.010 MAX 
6) IDENTIFICATION: N/A 
7) WEIGHT: 0.24 lbs 
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R0.13 


R1.00 
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R0.06 
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TYP 
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4 PL 
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PRELIMINARY ISSUE 
13.03.02 


5.69 
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0.625 
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1.96 


2.063 


2.39 


1.300 


2.600 
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2.26 


4.44 


5.151 
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D4787-5 FWD SPACER 


NOTES: 


1) MATERIAL: 6061-T6/T651/T6510/T6511/T62 ALUMINUM BAR 
PER QQ-A-225/8 OR AMS-QQ-A-225/8 (OR AMS 4117/4128/4115/4116) 
OR QQ-A-200/8 OR AMS-QQ-A-200/8 (OR AMS 4160) 
OR ASTM B211 OR ASTM B221 
REF DART SPEC M6061B 
2) FINISH: CHEMICAL CONVERSION COAT PER DART QSI 005 4.1 
3) TOLERANCES: PER DART QSI 018 UNLESS OTHERWISE NOTED 
4) UNITS: INCHES UNLESS OTHERWISE NOTED 
5) BREAK SHARP EDGES: 0.005 TO 0.010 MAX 
6) IDENTIFICATION: N/A 
7) WEIGHT: 0.28 lbs 
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TYP 


R0.13 


0.20 


TYP 


0.129 


5 PL 
R0.75 
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R0.250 


R0.06 
TYP 


0.735+ 
- 
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1.180 


1.662 


6.02 
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4.71 
4.89 


0.107 
0.200 
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0 


s 
7) WEIGHT: 0.55 lb 


NOTES: 


1) MATERIAL: 6061-T6/T651/T6510/T6511/T62 ALUMINUM BAR 
PER QQ-A-225/8 OR AMS-QQ-A-225/8 (OR AMS 4117/4128/4115/4116) 
OR QQ-A-200/8 OR AMS-QQ-A-200/8 (OR AMS 4160) 
OR ASTM B211 OR ASTM B221 
REF DART SPEC M6061B 
2) FINISH: CHEMICAL CONVERSION COAT PER DART QSI 005 4.1 
3) TOLERANCES: PER DART QSI 018 UNLESS OTHERWISE NOTED 
4) UNITS: INCHES UNLESS OTHERWISE NOTED 
5) BREAK SHARP EDGES: 0.005 TO 0.010 MAX 
6) IDENTIFICATION: N/A 
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